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	1.5KE30A
	文件：251.67 Kbytes
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

VOLTAGE-6.8TO440Volts1500WattPeakPower5.0WattSteadyState

FEATURES
●PlasticpackagehasUnderwritersLaboratory
FlammabilityClassification94V-O
●GlasspassivatedchipjunctioninMoldedPlasticpackage
●1500Wsurgecapabilityat1ms
●Excellentclampingcapability

	TRSYS
Transys Electronics

	

	1.5KE30A
	文件：52.99 Kbytes
Page：3 Pages


	Discrete POWER & Signal Technologies

Features
?Glasspassivatedjunction.
?1500WPeakPulsePowercapabilityat1.0ms.
?Excellentclampingcapability.
?Lowincrementalsurgeresistance.
?Fastresponsetime;typicallylessthan1.0psfrom0voltstoBVforunidirectionaland5.0nsforbidirectional.
?TypicalIRlesstha
	FairchildFairchild Semiconductor
仙童半導體飛兆/仙童半導體公司

	

	1.5KE30A
	文件：304.43 Kbytes
Page：4 Pages


	1500 WATT PEAK POWER TRANSIENT VOLTAGE SUPPRESSORS

VOLTAGERANGE6.8to440Volts
1500WattsPeakPower5.0WattsSteadyState

FEATURES
*1500WattsSurgeCapabilityat1ms
*Excellentclampingcapability
*Lowzenerimpedance
*Fastresponsetime:Typicallylessthan
1.0psfrom0volttoBVmin.
*TypicalIRlessthan1μAabove1
	BYTES
Bytes

	

	1.5KE30A
	文件：28.13 Kbytes
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	TRANSIENT VOLTAGE SUPPRESSOR

VBR:6.8-440Volts
PPK:1500Watts

FEATURES:
*1500Wsurgecapabilityat1ms
*Excellentclampingcapability
*Lowzenerimpedance
*Fastresponsetime:typicallyless
then1.0psfrom0volttoVBR(min.)
*TypicalIRlessthen1mAabove10V

	EIC
EIC

	

	1.5KE30A
	文件：252.34 Kbytes
Page：2 Pages


	TRANSIENT ABSORPTION ZENER

DESCRIPTION
TheTransientVoltageSuppressor(TVS)seriesfor1N5908&1N6267-1N6303AareJEDECregisteredselectionsforunidirectionaldevices.Thepopularseriesof1.5KE6.8-1.5KE400CAofferssimilarvoltageswithanextendedvoltagerangeandalsoprovidesbidirectionaloptionswithaCo
	MicrosemiMicrosemi Corporation
美高森美美高森美公司
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	1500 WATT AXIAL TRANSIENT VOLTAGE SUPPRESSORS

1500WATTAXIALTRANSIENTVOLTAGESUPPRESSORS
Protectsensitiveelectronicsagainstvoltagetransientsinducedbyinductiveloadswitchingandlightning.IdealfortheprotectionofI/Ointerfaces,Vccbus,andotherintegratedcircuitsusedintelecom,computer,datacomandindustrialelectronic
	LittelfuseLittelfuse Inc.
力特力特公司
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	文件：131.79 Kbytes
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	1500W Transient Voltage Suppressor

BreakdownVoltage:6.8-440Volts
Power:1500Watt
Features
-Plasticpackagehasunderwriterslaboratoryflammabilityclassification94V-0
-1500Wsurgecapabilityat1ms
-Excellentclampingcapability
-Lowzenerimpedance
-Fastresponsetime:typicallylessthan1.0psfrom0Voltsto
	COMCHIPComchip Technology
典琦典琦科技股份有限公司
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	1500 Watt MosorbE Zener Transient Voltage Transient Voltage

1500WattMosorb?ZenerTransientVoltageSuppressors
Unidirectional*
Mosorbdevicesaredesignedtoprotectvoltagesensitivecomponentsfromhighvoltage,high?energytransients.Theyhaveexcellentclampingcapability,highsurgecapability,lowzenerimpedanceandfastresponsetime.Thesed
	ONSEMION Semiconductor
安森美半導體安森美半導體公司
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	文件：113.66 Kbytes
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	TRANSZORB Transient Voltage Suppressors

Features
?UnderwritersLaboratoryRecognitionunderULstandardforsafety497B:IsolatedLoopCircuitProtection
?Glasspassivatedjunction
?1500Wpeakpulsepowercapabililtyon10/1000μswaveform,repetitionrate(dutycycle):0.05
?Excellentclampingcapability
?Lowincrementalsurge
	VishayVishay Siliconix
威世科技
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	TRANSZORB Transient Voltage Suppressors

1500WTRANSIENTVOLTAGESUPPRESSOR

Features
●1500WPeakPulsePowerDissipation
●VoltageRange6.8V-400V
●ConstructedwithGlassPassivatedDie
●Uni-andBidirectionalVersionsAvailable
●ExcellentClampingCapability
●FastResponseTime

	DIODESDiodes Incorporated
達爾科技
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	Unidirectional and bidirectional Transient Voltage Suppressor Diodes

?Peakpulsepowerdissipation1500W
?Standardbreakdownvoltagerange6.8...440V
?Plasticcase?5.4x7.5[mm]
?Weightapprox.1.0g
?PlasticmaterialhasULclassification94V-0
?Standard
	DiotecDIOTEC
德歐泰克

	

	1.5KE30A
	文件：110.82 Kbytes
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	Transient Voltage Suppressor Diodes

VoltageRange6.8to440Volts
1500WattsPeakPower5.0WattsSteadyState
Features
◇ULRecognizedFile#E-96005
◇PlasticpackagehasUnderwritersLaboratoryFlammabilityClassification94V-0
◇ExceedsenvironmentalstandardsofMIL-STD-19500
◇1500Wsurgecapabilityat10x100uswavef
	TSCTaiwan Semiconductor Company, Ltd
臺半 臺灣半導體股份有限公司
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	Unidirectional & Bidirectional Transient Voltage Suppressors

DESCRIPTION
TheTransientVoltageSuppressor(TVS)seriesfor1N5908&1N6267-1N6303AareJEDECregisteredselectionsforunidirectionaldevices.Thepopularseriesof1.5KE6.8-1.5KE400CAofferssimilarvoltageswithanextendedvoltagerangeandalsoprovidesbidirectionaloptionswithaCo
	MicrosemiMicrosemi Corporation
美高森美美高森美公司
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	文件：82.04 Kbytes
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

FEATURES
?PlasticpackagehasUnderwritersLaboratoryFlammabilityClassification94V-O
?GlasspassivatedchipjunctioninDO-201AEpackage
?1500Wsurgecapabilityat1.0ms
?Excellentclampingcapability
?Lowzenerimpedance
?Fastresponsetime:typicallylessthan1.0psfrom0volts
	PANJITPANJIT International Inc.
強茂強茂股份有限公司
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-6.8 TO 440 Volts 1500 watt Peak Power / 6.5 Watt Steady State

VOLTAGE-6.8to440Volts

1500WattsPeakPower6.5WattSteadyState


FEATURES

?Plasticpackage

?GlasspassivatedchipjunctioninDO-201package

?1500Wsurgecapabilityat10/1000μswavefrom

?Excellentclampingcapability

?Lowzenerimpedance

?Fastresponsetime
	DBLECTRODB Lectro Inc
迪貝電子迪貝電子（上海）有限公司
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	1500W Surface Mount Transient Voltage Suppressor

VOLTAGE6.8to550VoltsPeakPulsePower1500Watt



Features:

*Plasticpackage

*GlasspassivatedchipjunctioninDO-201package

*1500Wsurgecapabilityat10/1000μswaveform

*Excellentclampingcapability

*Lowzenerimpedance

*Fastresponsetime:typicallylesslt
	WEITRONWEITRON
威堂電子科技

	

	1.5KE30A
	文件：212.79 Kbytes
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	TRANSIL UNIAND BIDIRECTIONALTYPES

DESCRIPTION
Transildiodesprovidehighovervoltageprotectionbyclampingaction.TheirinstantaneousresponsetotransientovervoltagesmakesthemparticularlysuitedtoprotectvoltagesensitivedevicessuchasMOSTechnologyandlowvoltagesuppliedIC’s.
FEATURES
■PEAKPULSEPOWER:1500
	STMICROELECTRONICSSTMicroelectronics
意法半導體意法半導體（ST）集團
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	TRANSIENT VOLTAGE SUPPRESSOR

BREAKDOWNVOLTAGE:6.8-440V
PEAKPULSEPOWER:1500W
FEATURES
?1500Wpeakpulsepowercapability
?Excellentclampingcapability
?Lowincrementalsurgeresistance
?Fastresponsetime:
typicallylessthan1.0psfrom0VtoVBR
forunidirectionaland5.0nSforbidirectionaltypes.
?H
	SSEShanghai Sunrise Electronics
Shanghai Sunrise Electronics
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

VOLTAGE-6.8TO440Volts1500WattPeakPower5.0WattSteadyState
FEATURES
?PlasticpackagehasUnderwritersLaboratory
FlammabilityClassification94V-O
?GlasspassivatedchipjunctioninMoldedPlasticpackage
?1500Wsurgecapabilityat1ms
?Excellentclampingcapability
?Low
	ETCList of Unclassifed Manufacturers
未分類制造商
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	Glass passivated junction.  1500W Peak Pulse Power capability at 1.0 ms.

Features
?Glasspassivatedjunction.
?1500WPeakPulsePowercapabilityat1.0ms.
?Excellentclampingcapability.
?Lowincrementalsurgeresistance.
?Fastresponsetime;typicallylessthan1.0psfrom0voltstoBVforunidirectionaland5.0nsforbidirectional.
?TypicalIRlesstha
	FairchildFairchild Semiconductor
仙童半導體飛兆/仙童半導體公司
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                產品屬性

            

            	產品編號：1.5KE30A

	制造商：Littelfuse Inc.

	類別：電路保護 > TVS - 二極管

	系列：1.5KE

	包裝：卷帶（TR）剪切帶（CT）

	類型：齊納

	電壓 - 反向斷態（典型值）：25.6V

	電壓 - 擊穿（最小值）：28.5V

	不同 Ipp 時電壓 - 箝位（最大值）：41.4V

	電流 - 峰值脈沖 (10/1000μs)：36.7A

	功率 - 峰值脈沖：1500W（1.5kW）

	電源線路保護：無

	應用：通用

	工作溫度：-55°C ~ 175°C（TJ）

	安裝類型：通孔

	封裝/外殼：DO-201AA，DO-27，軸向

	供應商器件封裝：DO-201

	描述：TVS DIODE 25.6VWM 41.4VC DO201



            

        

        
            	供應商	型號	品牌	批號	封裝	庫存	備注	價格
	深圳市福田區吉富昌電子商行
	1.5KE30A
	SUNMATE(森美特)
	2019+ROHS
	DO-201AD
	66688
	森美特高品質產品原裝正品免費送樣
	詢價
	深圳市正邁科技有限公司
	1.5KE30A
	LITTELFUSE
	23+
	NA
	28520
	原裝進口ICMCUSOCMOS等知名國內外品牌只做原裝全
	詢價
	深圳市鴻昌盛電子科技有限公司
	1.5KE30A
	ON
	2014+
	
	5000
	公司原裝現貨常備庫存!
	詢價
	深圳市芯巴巴科技有限公司
	1.5KE30A
	ST(意法半導體)
	22+
	DO-201
	10000
	只做原裝現貨 假一賠萬
	詢價
	深圳市芯城未來科技有限公司
	1.5KE30A
	VISHAY
	19+
	
	2086
	
	詢價
	深圳市躍創芯科技有限公司
	1.5KE30A
	LITTELFUSE/力特
	21+
	DO-201-2
	60000
	絕對原裝正品現貨,假一罰十
	詢價
	深圳市萊克訊科技有限公司
	1.5KE30A
	COMON
	2017+
	DO201AE
	75000
	深圳代理原裝現貨進口庫存(香港-日本-臺灣)開17點增票
	詢價
	深圳市豪邁興電子有限公司
	1.5KE30A
	HB
	2339+
	DO201AD
	5323
	公司原廠原裝現貨假一罰十!特價出售!強勢庫存!
	詢價
	深圳市弘為電子有限公司
	1.5KE30A
	EIC
	16+
	原廠封裝
	881
	原裝現貨假一罰十
	詢價
	齊創科技(上海,北京,青島)有限公司
	1.5KE30A
	VISHAY
	23+
	DO-201AD
	60000
	原裝正品,假一罰十
	詢價


        

        更多1.5KE30A供應商
            更新時間2024-3-8 16:00:00
        

        
          
            相關規格書

            更多
          

          	1.5KE30A A0G
	1.5KE30A R0G
	1.5KE30A/B
	1.5KE30A-B
	1.5KE30A-E3/51
	1.5KE30A-E3/73
	1.5KE30AG
	1.5KE30AH
	1.5KE30AHB0G
	1.5KE30AHE3_A/C
	1.5KE30ARL4
	1.5KE30AS_AY_00001
	1.5KE30A-TP
	1.5KE30C
	1.5KE30CA
	1.5KE30CA
	1.5KE30CA B0G
	1.5KE30CA/B
	1.5KE30CA-B
	1.5KE30CA-E3/51
	1.5KE30CA-E3/73
	1.5KE30CAH
	1.5KE30CAHB0G
	1.5KE30CAHE3_A/C
	1.5KE30CARL
	1.5KE30CA-T
	1.5KE30C-B
	1.5KE30CHE3/54
	1.5KE30-E3/54
	1.5KE30HE3/73
	1.5KE320CA
	1.5KE33A
	1.5KE33A
	1.5KE33A
	1.5KE33A B0G
	1.5KE33A/54
	1.5KE33A_R2_00001
	1.5KE33A-B
	1.5KE33A-E3/54
	1.5KE33AE3/TR13
	1.5KE33A-G
	1.5KE33AHA0G
	1.5KE33AHE3/51
	1.5KE33AHE3_A/D
	1.5KE33ARL4


        


        
          
            相關庫存

	        更多
          

          	1.5KE30A B0G
	1.5KE30A/54
	1.5KE30A_R2_00001
	1.5KE30A-B
	1.5KE30A-E3/54
	1.5KE30AE3/TR13
	1.5KE30A-G
	1.5KE30AHA0G
	1.5KE30AHE3/51
	1.5KE30AHE3_A/D
	1.5KE30ARL4G
	1.5KE30A-T
	1.5KE30-B
	1.5KE30CA
	1.5KE30CA
	1.5KE30CA A0G
	1.5KE30CA R0G
	1.5KE30CA_R2_00001
	1.5KE30CA-B
	1.5KE30CA-E3/54
	1.5KE30CAE3/TR13
	1.5KE30CAHA0G
	1.5KE30CAHE3/51
	1.5KE30CAHE3_A/D
	1.5KE30CAS_AY_00001
	1.5KE30CA-TP
	1.5KE30C-E3/54
	1.5KE30CHE3/73
	1.5KE30HE3/54
	1.5KE320A
	1.5KE33
	1.5KE33A
	1.5KE33A
	1.5KE33A A0G
	1.5KE33A R0G
	1.5KE33A/B
	1.5KE33A-B
	1.5KE33A-E3/51
	1.5KE33A-E3/73
	1.5KE33AG
	1.5KE33AH
	1.5KE33AHB0G
	1.5KE33AHE3_A/C
	1.5KE33ARL
	1.5KE33ARL4G
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            Tel：+86-755-8246-9263、8246-9723

          
	
            Fax：+86-755-8246-9723-808

          
	
            Email：114ic＠114ic.com

          
	
            上傳庫存：stock＠114ic.com

          
	
            投訴建議：web＠114ic.com
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