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	P6KE30CA
	文件：62.47 Kbytes
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR(VOLTAGE - 6.8 TO 440 Volts 600Watt Peak Power 5.0 Watt Steady State)

VOLTAGE-6.8TO440Volts600WattPeakPower5.0WattSteadyState


FEATURES

●PlasticpackagehasUnderwritersLaboratory

FlammabilityClassification94V-O

●GlasspassivatedchipjunctioninDO-15package

●600Wsurgecapabilityat1ms

●Excellentclampingcapability

●
	PANJITPANJIT International Inc.
強茂強茂股份有限公司

	

	P6KE30CA
	文件：78.87 Kbytes
Page：6 Pages


	UNI AND BIDIRECTIONAL TYPES, PEAK PULSEPOWER : 600W

Description
Transildiodesprovidehighovervoltageprotectionbyclampingaction.TheirinstantaneousresponsetotransientovervoltagesmakesthemparticularlysuitedtoprotectvoltagesensitivedevicessuchasMOSTechnologyandlowvoltagesuppliedIC’s.
Features
■Peakpulsepower:600W
	STMICROELECTRONICSSTMicroelectronics
意法半導體意法半導體（ST）集團
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR VOLTAGE-6.8 to 440 Volts?

VOLTAGE-6.8to440Volts600WattsPeakPower5.0WattSteadyState
FEATURES
?PlasticpackagehasUnderwritersLaboratoryFlammability
Classifications94V-O
?600Wsurgecapabilityat1ms
?Excellentclampingcapability
?Lowzenerimpedance
?Fastresponestime:typicallylessthan
	Surge
SURGE COMPONENTS
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	文件：211.58 Kbytes
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

VOLTAGE-6.8TO440Volts600WattPeakPower5.0WattSteadyState
FEATURES
●PlasticpackagehasUnderwritersLaboratory
FlammabilityClassification94V-O
●GlasspassivatedchipjunctioninDO-15package
●600Wsurgecapabilityat1ms
●Excellentclampingcapability
●Lowzenerimpeda
	TRSYS
Transys Electronics

	

	P6KE30CA
	文件：62.05 Kbytes
Page：5 Pages


	600W TRANSIENT VOLTAGE SUPPRESSORS

Features
●GlassPassivatedDieConstruction
●600WPeakPulsePowerDissipation
●6.8V–440VStandoffVoltage
●Uni-andBi-DirectionalVersionsAvailable
●ExcellentClampingCapability
●FastResponseTime
●PlasticCaseMaterialhasULFlammabilityClassificationRating94V-O

	WTEWon-Top Electronics
毅星電子毅星電子股份有限公司
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	文件：56.95 Kbytes
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	600 Watt Transient Voltage Suppressors

Features
?Glasspassivatedjunction.
?600WPeakPulsePowercapabilityat1.0ms.
?Excellentclampingcapability.
?Lowincrementalsurgeresistance.
?Fastresponsetime;typicallylessthan1.0psfrom0voltstoBVforunidirectionaland5.0nsforbidirectional.
?TypicalIRlessthan
	FairchildFairchild Semiconductor
仙童半導體飛兆/仙童半導體公司
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	600W TRANSIENT VOLTAGE SUPPRESSOR

Features
?600WPeakPulsePowerDissipation
?VoltageRange6.8V-400V
?ConstructedwithGlassPassivatedDie
?Uni-andBidirectionalVersionsAvailable
?ExcellentClampingCapability
?FastResponseTime
	DIODESDiodes Incorporated
達爾科技

	

	P6KE30CA
	文件：104.05 Kbytes
Page：3 Pages


	600W Transient Voltage Suppressors

PeakPulsePower600WattStand-offVoltage6.8To440VOLTS


Feature:

*600WattPeakPowerDissipation

*GlassPassivatedDieConstruction

*ExcellentClampingCapabilityFastResponseTime

*HighTemperatSolderingGuaranteed:265C/10sec/.375.

(9.5mm)LeadLength,51bs.,(2
	WEITRONWEITRON
威堂電子科技
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	TRANSIENT VOLTAGE SUPPRESSOR

VBR:6.8-440Volts

PPK:600Watts


FEATURES:

*600Wsurgecapabilityat1ms

*Excellentclampingcapability

*Lowzenerimpedance

*Fastresponsetime:typicallylessthen1.0psfrom0volttoVBR(min.)

*TypicalIRlessthen1mAabove10V



	SYNSEMI
SynSemi，Inc.
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

VOLTAGE6.8to440VOLTS

600WATTPEAKPOWER

5.0WATTSSTEADYSTATE


FEATURES

?PlasticpackagehasUnderwritesLaboratory

FlammabilityClassification94V-O

?GlasspassivatedchipjunctioninDO-15package

?400Wsurgecapabilityat1ms

?Excellentclampingcapability
	CHENG-YICHENG-YI ELECTRONIC CO., LTD.
辰頤電子辰頤電子有限公司
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	Transient Voltage Suppression Diodes

Description

TheP6KESeriesisdesignedspecificallytoprotectsensitiveelectronicequipmentfromvoltagetransientsinducedbylightningandothertransientvoltageevents.


Applications

TVSdevicesareidealfortheprotectionofI/Ointerfaces,VCCbusandothervulnerablecircuit
	LittelfuseLittelfuse Inc.
力特力特公司
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	TRANSIENT VOLTAGE SUPPRESSOR

Stand-OffVoltage-6.8to440VoltsPeakPulsePower-600Watt
FEATURES
●GlassPassivatedDieConstruction
●Uni-andBi-DirectionalVersionsAvailable
●ExcellentClampingCapability
●FastResponseTime
●HighTemperatSolderingGuaranteed:265°C/10sec/.375.
(9.5mm)LeadLength
	DIOTECH
Diotech Company.
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	600w Transient Voltage Suppressor

Features

-plasticpackagehasunderwriterslaboratoryflammabilityclassification94v-0

-600wsurgecapabilityat1ms

-Excellentclampingcapability

-Lowzenerimpedance

-Fastresponsetime:typicallylessthan1.0psfrom0voltstobvmin

-Hightemperaturesolderingguaran
	COMCHIPComchip Technology
典琦典琦科技股份有限公司

	

	P6KE30CA
	文件：406.77 Kbytes
Page：5 Pages


	Silicon Avalanche Diodes - Silicon Avalanche Diodes

Protectsensitiveelectronicsagainstvoltagetransientsinducedbyinductiveloadswitchingandlightning.IdealfortheprotectionofI/Ointerfaces,Vccbus,andotherintegratedcircuits.




FEATURES

?Breakdownvoltagerange6.8to440Volts

?Uni-directionalandBi-directional


	LittelfuseLittelfuse Inc.
力特力特公司
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	文件：44.52 Kbytes
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	GLASS PASSIVATED UNIDIRECTIONAL AND BIDIRECTIONAL TRANSIENT VOLTAGE SUPPRESSORS

REVERSEVOLTAGE-6.8to440Volts

POWERDISSIPATION-600Watts


FEATURES

●lowleakage

●Uniandbidirectionalunit

●Excellentclampingcapability

●PlasticmaterialhasULrecognition94V-0

●Fastresponsetime



	HYyueqing hongyi electronics co.,ltd
宏一樂清市宏一電子有限公司
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

VOLTAGE-6.8TO550Volts
600WattPeakPower5.0WattSteadyState
FEATURES
?PlasticpackagehasUnderwritersLaboratory
FlammabilityClassification94V-O
?GlasspassivatedchipjunctioninDO-15
(DO-204AC)package
?600Wsurgecapabilityat10/1000μs
?Lowzenenimpedance
?E
	MDEMDE semiconductor
MDE半導體公司
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	文件：304 Kbytes
Page：4 Pages


	Transient Voltage Suppressors

FEATURES

◇Plasticpackage.

◇GlasspassivatedchipjunctioninDO-15package.

◇600Wpeakpulsepowercapabilityon10/1000μswaveform.

◇Excellentclampingcapability.

◇Lowzenerimpedance.

◇Fastresponsetime:typicallylessthan1.0psfrom0volttoBVmin.

◇TypicalIR
	MERITEKMERITEK electronics corporation
MERITEK電子MERITEK電子公司
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	GLASS PASSIVATED JUNCTION TRANSIENT VOLTAGE SUPPRESSOR

BreakdownVoltage-6.8to600VoltsPeakPulsePower-600Watts


FEATURES

*Glasspassivatedchip

*600Wpeakpulsepowercapabilitywitha10/1000μswavefrom,repetitiverate(dutycycle):0.01

*Lowleakage

*Excellentclampingcapability

*Veryfastresponsetime



	ZOWIEZOWIE
智威智威科技股份有限公司
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	Glass passivated junction

Features

●Peakpowerdissipation600W@10x1000usPulse

●Lowprofilepackage.

●Excellentclampingcapability.

●Glasspassivatedjunction.

●Fastresponsetime:typicallylessthan1psfrom0VoltstoBVmin

●TypicalIRlessthan1uAwhenVBRminabove12V.

●IEC61000-4
	SEMITECHShanghai Semitech Semiconductor Co., Ltd
海晨啟半導體上海晨啟半導體有限公司
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	Voltage 6.8V ~ 480V 600 Peak Power / 5.0W Steady State 600W Peak Power TVS

FEATURES
*600WattsSurgeCapabilityat1ms
*Excellentclampingcapability
*Lowzenerimpedance
*Fastresponsetime:Typicallylessthan1.0psfrom0volttoBVmin.
*TypicalIRlessthan1Aabove10V
*Hightemperaturesolderingguaranteed:260°C/10seconds/.375(9.5mm)leadlengt
	SECOS
SeCoS Halbleitertechnologie GmbH
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                產品屬性

            

            	產品編號：P6KE30CA

	制造商：Littelfuse Inc.

	類別：電路保護 > TVS - 二極管

	系列：P6KE

	包裝：卷帶（TR）剪切帶（CT）Digi-Reel? 得捷定制卷帶

	類型：齊納

	電壓 - 反向斷態（典型值）：25.6V

	電壓 - 擊穿（最小值）：28.5V

	不同 Ipp 時電壓 - 箝位（最大值）：41.4V

	電流 - 峰值脈沖 (10/1000μs)：14.7A

	功率 - 峰值脈沖：600W

	電源線路保護：無

	應用：通用

	工作溫度：-55°C ~ 175°C（TJ）

	安裝類型：通孔

	封裝/外殼：DO-204AC，DO-15，軸向

	供應商器件封裝：DO-204AC（DO-15）

	描述：TVS DIODE 25.6VWM 41.4VC DO204AC



            

        

        
            	供應商	型號	品牌	批號	封裝	庫存	備注	價格
	深圳市亞泰盈科電子有限公司
	P6KE30CA
	LITTELFUSE
	2020+
	DO-15
	658926
	代理力特品牌全系列,價格優
	詢價
	深圳市正邁科技有限公司
	P6KE30CA
	LITTELFUSE
	23+
	NA
	28520
	原裝進口ICMCUSOCMOS等知名國內外品牌只做原裝全
	詢價
	深圳市鴻昌盛電子科技有限公司
	P6KE30CA
	
	2015+
	
	10
	公司現貨庫存
	詢價
	深圳市永貝爾科技有限公司
	P6KE30CA
	
	23+
	DO15
	11260
	進口原廠原裝
	詢價
	深圳市中利達電子科技有限公司
	P6KE30CA
	LITTELFUSE/力特
	23+
	DIP
	500
	代理品牌專營保險絲/只做原裝可出樣品
	詢價
	深圳市芯國創科技有限公司
	P6KE30CA
	ST/意法半導體
	21+
	DO-204AC-2
	10000
	原裝公司現貨
	詢價
	深圳市坤融電子科技有限公司
	P6KE30CA
	LITTELFUSE/力特
	22+
	Axial
	4000
	只做原裝進口 免費送樣!!
	詢價
	深圳和潤天下電子科技有限公司
	P6KE30CA
	ST/意法半導體
	22+
	DO-204AC-2
	6007
	原裝正品現貨 可開增值稅發票
	詢價
	佛山市芯光達科技有限公司
	P6KE30CA
	LITEON-Semi
	2012
	DO15
	4000
	進口原裝假一賠十可開增值票
	詢價
	深圳市艾興電子有限公司
	P6KE30CA
	ST/意法半導體
	
	DO-204AC-2
	6000
	
	詢價
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            相關規格書

            更多
          

          	P6KE30CA A0G
	P6KE30CA R0G
	P6KE30CA_R2_00001
	P6KE30CA-E3/54
	P6KE30CAE3/TR13
	P6KE30CAH
	P6KE30CAHB0G
	P6KE30CAHE3/73
	P6KE30CA-T
	P6KE30C-B
	P6KE30CHE3/54
	P6KE30HE3/54
	P6KE33
	P6KE33
	P6KE33A
	P6KE33A
	P6KE33A
	P6KE33A A0G
	P6KE33A R0G
	P6KE33A/B
	P6KE33A-B
	P6KE33A-E3/73
	P6KE33AG
	P6KE33AH
	P6KE33AHB0G
	P6KE33AHE3/73
	P6KE33ARL
	P6KE33AS_AY_00001
	P6KE33A-TP
	P6KE33C
	P6KE33C
	P6KE33CA
	P6KE33CA
	P6KE33CA
	P6KE33CA B0G
	P6KE33CA/B
	P6KE33CA-AT/B
	P6KE33CA-E3/54
	P6KE33CAE3/TR13
	P6KE33CAH
	P6KE33CAHB0G
	P6KE33CAHE3/73
	P6KE33CA-TP
	P6KE33C-E3/54
	P6KE33CHE3/73
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	        更多
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	P6KE30CARL
	P6KE30CA-TP
	P6KE30C-E3/54
	P6KE30-E3/54
	P6KE30HE3/73
	P6KE33
	P6KE33A
	P6KE33A
	P6KE33A
	P6KE33A
	P6KE33A B0G
	P6KE33A TR TIN/LEAD
	P6KE33A_R2_00001
	P6KE33A-E3/54
	P6KE33AE3/TR13
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	P6KE33AHE3/54
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            Tel：+86-755-8246-9263、8246-9723

          
	
            Fax：+86-755-8246-9723-808

          
	
            Email：114ic＠114ic.com

          
	
            上傳庫存：stock＠114ic.com

          
	
            投訴建議：web＠114ic.com
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